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( Reliable Construction
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SK17SR has the durability needed in a machine that works in tight spaces.

Spring Steel Cylinder Rod Guard v
The spring steel cylinder rod guard is standard for the bucket,

boom and arm cylinder. The use of spring steel not only pro-

tects the cylinder rod, but gives resiliency to the guard itself.

Boom cylinder rod guard Arm cylinder rod guard Bucket cylinder rod guard
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Underside Protector Work Light Blade Cutting Edge

The fr_ame corners are (einforced with thick casting iron. Work light is mounted under the Dozer cylinder rod guard protects ~ Backfill dozer blade has
The side cover has a thicker plate for higher resilience. boom to protect from damage. dozer cylinder from damage. wear-resistant cutting edge.
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Mini excavators are widely used on sites where space is restricted, such as in residential areas and industrial
premises. Users want big power in a small machine, stability in operation, and rugged construction and
durability to reduce downtime. The SK17SR combines a compact design with wide digging reach for efficient
performance, excellent maneuverability, and tough durability to ensure an extended working life.
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Compact yet Big Performance

Short Tail Swing

The Combination of side-ditch digging function and zero tail radius makes it easy to dig next to walls with a compact

operating footprint.
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Retractable Crawlers

Crawlers can be easily extended and retracted by
operating a simple lever.

Retracted: Extended:

950mm 1,280mm

Front Overhang: Omm

Self-cleaning /Retractable Crawler Frames

Wide Working Range
The SK17SR has plenty of working ranges, including top-class max. digging reach and max. digging depth.

Max. Digging Reach: 3 81 0mm

Max. Digging Height
3,690mm

Max. Digging Depth
2,200mm

Reliable Swing Power, Faster Working Speeds

Boosted swing power and a top-class swing speed de-

liver shorter cycle times.

Swing Speed: 9 5min-

The hydraulic retractable side frames
are strong and durable, as well as self
cleaning.

Powerful Digging

For more efficient work performance.

Max. Arm Crowding Force: 8 . 5kN

Max. Bucket Digging Force: 15 . 2kN

Easy Extended/Retracted Blade

Dozer blade with pin-type hinge can be easily extended/
retracted.
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< Comfortable Work Environment

Broader floor space gives operators
plenty of foot room. Wide operational
space is provided with more room be-
tween the left and right control con-
soles.

Walk-trough

A clear left-to-right walk-through offers
greater convenience for the operator.

Storage Compartment for
Manuals

A handy compartment in the seat-back
holds manuals and other documents.

o

Control panel Engine throttle lever

Crawler retract/extension lever Travel high/low select pedal

o

< Operator Safety

Reliable Canopy Structure

. The four-support canopy meets ROPS
Wrist Rest and FOPS standards for greater op-
\ Wrist rests fitted  erator safety.
on the each con-
trol lever box
ensure fatigue-
free operation.

Travel Pedal

The travel pedal
simplifies simul-
taneous opera-
tions while the
machine travel-

ing.

Safety Lever Lock

Safety lever lock
permits enter and
exit only when the
levers are disen-
gaged to prevent
accidental opera-
tion.

Travel Alarm

Travel Alarm is
equipped as stan-
dard.

< Easy Maintenance

Easier maintenance, with a fully-opening engine hood and equipment that requires the most frequent checks positioned
to be readily visible.

Easy Access to Component (Left)

Easy Access to
Cooling Unit

Cartridge type return
filter

Radiator

Air cleaner

LI FTI NG CAPAC I TI ES SK17SR Bucket: without Shoe: 230 mm
At Max. Reach
— A
N Rating over front *315 *315 225 235
: ] . 1.5m kg *420 *425 305 *370 205 215
é ﬂ- Rating over side or 360 degrees om 5 270 735 285 05 185 500
i . 0.5m kg 390 415 280 295 185 200
Q 2each from swing centerline to arm top G.L kg 365 385 265 235 190 205
: Arm top height above/below ground
C: Lifting capacities in kilograms 0.5m kg 355 385 260 280 210 225
Shoe: Rubber shoe Dozer blade: Up -1.0m kg 375 405 250 265
Relief valve setting: 20.6 MPa
Notes:

1. Do not attempt to lift or hold any load that is greater than these lift capacities at their specified lift point radius and heights. Weight of all accessories must be deducted from the above lift capacities.

2. Lift capacities are based on machine standing on level, firm, and uniform ground. User must make allowance for job conditions such as soft or uneven ground, out of level conditions, side loads, sudden stopping of loads,
hazardous conditions, experience of personnel, etc.

3. Arm top defined as lift point.

4. The above lifting capacities are in compliance with ISO 10567. They do not exceed 87% of hydraulic lifting capacity or 75% of tipping load. Lifting capacities marked with an asterisk (*) are limited by hydraulic capacity rather
than tipping load.

5. Operator should be fully acquainted with the Operator's and Maintenance Instructions before operating this machine. Rules for safe operation of equipment should be adhered to at all times.

6. Lift capacities apply to only machine as originally manufactured and normally equipped by KOBELCO CONSTRUCTION MACHINERY CO., LTD.





